
After many years of experience and investigation in the Hi-Fi
industry, we have become more and more aware of the importance of controlling and
dissipating the many forms of energy that a high end system has to contend with. Much of
this energy is generated by the equipment itself and the loudspeakers. Others forms of
energy that negatively affect the equipment are received through free space and have
become increasingly common, these include: radio frequency interference and electro-
magnetic induction. These forms of energy are generated in a variety of ways: mobile
phones, electrical appliances, electric motors and industry in general. All these forms of
energy don’t just affect the quality of sound and vision, causing distorsion, they also affect
the equipment, causing the components to work harder. This causes the equipment to
become less reliable and reduces its life-span, drastically in many cases.

After more than fifteen years research in energy control and
components that could neutralize the undesirable effects and after having listened to the
majority of the power conditioners, generators and blocks available, we came to the
conclusion that nearly all these products produced a series of side effects that were totally
unacceptable for use in today’s high end systems.

With all this information in hand we started a series of listening tests
to determine how energy control and electronic components would be able to remedy the
situation. It rapdily became clear that the sound and picture quality of a system was far
from optimum and could be improved drastically.

At first we centred our studies around the idea that we would control
the energy within the power condioner and then disipate it externally, but we quickly
realised the serious limitations this caused. The quality was very dependent upon the
surface on which the power conditioner was placed.Although far more difficult to achieve,
we were sure that as much energy as possible was to be controlled and dissipated within
the power conditioner. After many hours of carefully controlled testing, we can confirm
that we have obtained exceptional results by using a combination of high tech materials.
The result is a massive increase in sound and video quality and near total indifference
with respect to placement.

Within our power filters and blocks, apart from our own energy
control systems, we employ the world’s finest components. Each and every one is
carefully selected individually and then as part of the complete design to assure its
compatability with the other components. The end result is a Vibex Power Conditioner
that will give you a new insight into the art of reproduced music and vision that previously
was impossible to obtain by any other method.
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Instalation Instructions

Vibex Power Conditioners
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The , as we explained previously, do not
need to be placed in a special rack or base, due to their own energy control systems. Normally placing them on
the floor or carpet will suffice.

Before connecting your equipment to the it is important to
make sure that the mains cable that will supply power to the is in phase. To do this, take the phase
screwdriver supplied and insert it into the female IEC plug, as shown in the photo. When you have confirmed
this you can proceed to plug it in to the male IEC socket on the .

To obtain the best results from your it is extremely important to
plug your equipment in following the schematic diagram below. This is a very simple process and all you have
to remember is that the component closest to your loudspeakers must be plugged into socket number one.
Normally this will be a power amp or integrated amplifier (or receiver). If you have active loudspeakers, you
must plug these into sockets one and two. The rest of the system’s components should be plugged into other
sockets as shown. The source components being the last ones to be connected. If you are unsure, always
consult with your dealer.

The power conditioners benefits will be instantly apparent, but
we advise a burning-in period of a minimum of 100 hours before any comparative testing. Maximum quality will
be reached after various months of use, as their components and energy control systems stabilize.
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